
LOAD  CHARTS
 for Use With 

Written examinations

Manitex 
2892S

This load chart has been adapted from  
the original manufacturer’s load chart for  

use in the NCCER Mobile Crane Certification 
Examination. It is not to be used for calculating 

loads, planning lifts, or for any other purpose. 

Manitex, by providing pages of one of 
its manuals, is not providing a substi-

tute for training on a Manitex crane. 

These pages are reproduced for 
illustration only and not as a substi-
tute for reviewing the entire manual 

for a particular crane. 

Make sure that you are fully trained 
on, and review the entire manual 

for, every crane you operate.



Load 
Rating 
Chart

Additional copies of this Load Rating Chart can be 
purchased from your Manitex Distributor.  When 
ordering, use the part number shown in the bottom 
left corner of this page.

NOTE:
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OPERATING RADIUS FROM CENTERLINE OF ROTATION IN FEET
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- FULLY EXTENDED OUTRIGGER CONFIGURATION - 
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- FULLY EXTENDED OUTRIGGER CONFIGURATION -

USE THIS CHART ONLY 
WHEN ALL OUTRIGGERS 
ARE FULLY EXTENDED

A B C D
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RANGE DIAGRAM
- INTERMEDIATE OUTRIGGER CONFIGURATION -

(MID EXTEND)
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OPERATING RADIUS FROM CENTERLINE OF ROTATION IN FEET

DO NOT 
POSITION 
BOOM OR 
JIB INTO 

THIS 
AREA

LIFTING PERSONNEL WITH CRANE IN THIS OUTRIGGER 
CONFIGURATION IS STRICTLY PROHIBITED.  USE ONLY 
FULLY EXTENDED OUTRIGGER CONFIGURATION WHEN 
LIFTING PERSONNEL. 

NOTE :
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USE THIS CHART ONLY WHEN 
ALL OUTRIGGERS ARE IN THE 

INTERMEDIATE POSITION

- INTERMEDIATE OUTRIGGER CONFIGURATION -
(MID EXTEND)

A B C D



DO NOT 
POSITION 

BOOM 
INTO THIS 

AREA
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OPERATING RADIUS FROM CENTERLINE OF ROTATION IN FEET
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RANGE DIAGRAM
- FULLY RETRACTED OUTRIGGER CONFIGURATION - 

LIFTING PERSONNEL WITH CRANE IN THIS OUTRIGGER 
CONFIGURATION IS STRICTLY PROHIBITED.  USE ONLY 
FULLY EXTENDED OUTRIGGER CONFIGURATION WHEN 
LIFTING PERSONNEL. 

NOTE :
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USE THIS CHART 
ONLY WHEN ALL 

OUTRIGGERS ARE 
FULLY RETRACTED

- FULLY RETRACTED OUTRIGGER CONFIGURATION -

NO JIBS ARE TO 
BE ERECTED IN 

THIS 
OUTRIGGER 

CONFIGURATION

A B DC



DEDUCTIONS FROM RATED LOADS FOR LOAD HANDLING DEVICES SUPPLIED BY MANITEX.

AREA OF

WARNING:

OPERATION
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ALLOWABLE LINE PULL



WARNING
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LMI OPERATING CODES



INFORMATION

DEFINITIONS

WARNING (CONTINUED)
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